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Compressa de Gaze
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! Breve Descrigéio
o Gaze de algoddo hidréfilo dobrado em vdrias camadas, que podem apresentar dobra
(1) - francesa ou dobra americana (AM), esterilizado a vapor.
.E DM Classe le segundo o Regulamento (UE) 2017/745 do Parlamento Europeu e do Conselho.
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& ® Sem latex Sem ftalatos /C) 100 % Algoddo ¢ Valido por 5 anos
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Finalidade Prevista (i) Instrugées de Uso
Uso ndo cirGrgico para compress@io ou absorgéio de exsudados em O publico-alvo deste dispositivo & constituido por profissionais de
ferimentos e queimaduras ligeiras, feridas crénicas ou outro tipo de salde ou pessoas com conhecimentos relevantes na drea, pelo que,
ferimentos com a pele lesada. tendo em conta a utilizagéo prevista do dispositivo, este pode ser

utilizado com seguranga sem as instrugées e folheto de instrugdes de
utilizagdo junto do dispositivo.

Biocompatibilidade

Compatibilidade
Sensibilizagéo Néo provoca sensibilizagéo da pele X X .
Iritacéio Néo causa irfitagdo na pele Agentes anti-bacterianos Estudo de compatibilidade com outros
) _ EN SO 10993 ) ) o lodlopovidona agentes utilizados no tratamento de
Citotoxidade Ncio existe citotoxicidade Aoont oot feridas e procedimentos cirdrgicos e ndo
Toxicidade aguda Néo existe toxicidade gentes antrsepticos cirdrgicos

Carateristicas Fisico - Quimicas

Carateristicas Método Requisitos
Namero de fios/cm2 EN 14079 13 fios/cm? 15 fios/cm? 17 fios[cm? 20 fios/cm?
- na teia Método interno (IT LAB 004) 705 10045 1005 120£6
- na trama Método interno (IT LAB 004) 604 50+4 70+4 8015
Massa (g/m2) Método interno (IT LAB 004) 217 220 223 207
Resisténcia & rutura (N); EN 14079
- na teia Método interno (IT LAB 004) >35 >50 >50 >60
- na trama Método interno (IT LAB 004) >20 >20 >30 >35
Tempo de Imerscio (s) EN 14079 a0 <10 <0 <10
Fluorescéncia EN 14079 Negativo Negativo Negativo Negativo
Corantes extraiveis EN 14079 Negativo Negativo Negativo Negativo
Substéancias soldveis em dgua (%) EN 14079 <05 <05 <05 <05
Substancias soltveis em éter (%) EN 14079 <05 05 <05 <05
Amido e Dextrina EN 14079 Negativo Negativo Negativo Negativo
Perda por secagem (%) EN14079 <8 <8 <8 <8
Substancias tensioativas (mm) EN 14079 <« < @ 9]
pH EN 14079 7.0£20 7.0£20 7.0£20 7.0£20
Cinzas sulfuricas EN 14079 Max 0.40 Max 0.40 Max 0.40 Maix 0.40

Caracteristicas Microbiolégicas Avisos

- Verificar o nimero de pegas.
EN ISO 11737-2 Absence - Utilizar na sua dobra final.

- N&o cortar o dispositivo.

Bactérias Aerdbias

Fungos e Leveduras

Etiquetagem (Os simbolos apresentados nas embalagens estéio em conformidade com a norma ISO 15223*1)

Primeiro nivel de embalagem: Papel/filme (peel-pack) Segundo nivel de embalagem: Caixa de cartdo
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Condigoes de Embalamento

Embalagens primdrias mistas em papel/poliamida/pelicula de polietileno (tipo peel-pack) que satisfazem as carateristicas destes materiais em relacdo a
todos os requisitos da norma EN 868; Embalagens seladas por termosselagem em maquinas validadas de acordo com os requisitos da norma EN ISO 11607,
Embalagens com margem de abertura para garantir a utilizagdo fécil e correta do produto;
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Gauze Swab

Sterile

- Brief Description

Hydrophilic coton gauze fabric folded in several plies, which may present French fold or
American fold (AM), sterilized by steam.

MD Class Is according to Regulation (EU) 2017/745 of the European Parliament and
Council.

® Latex Free Phtalates Free /() 100 % Cotton 2 Valid for 5 years
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Intended Purpose @ Instructions for Use

The target audience of this device is health professionals or people with

Non-invasive device, as mechanical barrier, for compression or for absorption
of exudates in daily curative procedures of chronic wounds, minor burns or relevant knowledge in the areq, so given the intended use of the device,
other injuries with skin damage. it can be used safely without the instructions for use, and instructions for

use leaflets are not available together with the device.
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Biocompatibility Compatibility

Sensitization Does not cause skin sensitization Antibacterial agents Compatibility study with other agents
Irritation EN ISO 10993 Does not cause skin irritation Povidone lodine used in the treatment of wounds and
Cytotoxicity No cytotoxicity present surgical and non-surgical procedures.

Antiseptic agents

Acute toxicity No toxicity present

Physical - Chemical Characteristics

Characteristic Method Requirement
Number of threads/cm2 EN 14079 13 thr Jem? 15 thr /cm? 17 threads/cm? 20 threads/cm?
- In weave Internal method (IT LAB 004) 704 905 100£8 1206
- In weft Internal method (IT LAB 004) 604 604 7045 80+5
Mass(g/m2) Internal method (IT LAB 004) 217 220 203 227
Minimum breaking load (N); EN 14079
- In weave Internal method (IT LAB 004) >35 >50 >50 >60
- In weft Internal method (IT LAB 004) >20 >20 >30 >35
sinking time(s) EN 14079 a0 <0 <0 <0
Fluorescence EN 14079 Negative Negative Negative Negative
Extractable coloring matter EN 14079 Negative Negative Negative Negative
Water-soluble substances (%) EN 14079 <05 <05 <05 <05
Ether-soluble substances (%) EN 14079 <05 <05 <05 <05
Starch and Dextrin EN 14079 Negative Negative Negative Negative
Loss on drying (%) EN 14079 @ <8 8 <8
surface Active Substances (mm) EN 14079 ] 9] <« <«
pH EN 14079 7.0£20 70£20 70+2.0 70+2.0
Sulphated Ashes (%) EN 14079 Max 040 Max 0.40 Max 040 Max 0.40
Microbiological Characteristics Warnings

- Please check the number of pieces.
Aerobic Bacteria - .
EN1SO 1737-2 Absence - Use in its final fold.

Yeasts and Moulds

- Do not cut the device.

Labeling (The symbols shown on the packages are in accordance with the 1SO 15223-1 standaird)

First level of packaging: Paper/film (peel-pack) Second level of packaging: Cardboard box
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Packaging Conditions

Mixed primary packaging in paper/polyamide/polyethylene ﬁlme(peel-pock type) complying with the characteristics of these materials to all the requirements
of the EN 868 standard; Packages sealed by heat sealing in machines validates according to the requirements of standard EN ISO 11607; Packages with opening
margin to guarantee the easy and correct use ofthe product;
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Fabricante/Manufacturer Certificado/Certificate

Ml Albino Dias De Andrade, S.A. e TE—A

Rotunda do Complexo Desportivo, 15 | ESEEIr:l;dIﬂE;‘I E l-. o I
4595 - 069 Seroa, Pacos de Ferreira
Porto - Portugal | Website: www.ada.pt

Outras CaracteristicasIOther characteristics (Todas as determinagdes mencionadas tém uma toleréincia de +/- 10 %) / (All the determinations mentioned have a tolerance of +/- 10%)

Referéncia H Composi¢éo ., Medida Aberta

;ﬁedida Fechada = Camadas Un/Pacote

[Reference Closed Measure [Plies Jun/Pack

A
|Composicion «» [OpenMeasure ¢

0070505050800 fifioslom2 15x200m Bx50m 8 5 -

0070505050806 [fioslom2, 15x20cm 5x5cm 8 5 Caixade cartolina / Dispenser Box

0070105050820 fifioslom2 156x20cm Bx6cm 8 10 Caixa da Farmia / Pharmacy Box
0170575750800 fifioslom2, 15x30cm 75x7.5¢m 8 5 -
00170575750806 ]/?7ﬁt%?,/econ3§/cm2 156x30cm 7.5x7.5cm 8 5 Caixa de cartolina / Dispenser Box
0070510100800 ‘ﬁ;itcg]sr/ecunag/cm ) 20x40cm 10x100m 8 5 —

00170510100806 ‘ﬁ;‘t‘;frécun(]g/cmz 20x40cm 10x10cm 8 5  Caixa de cartolina / Dispenser Box
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